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A Solution to the QpO Issue in Hicum Parameter Extraction

The SPICE saturation current parameter occurs both in junction diodes and bipolar
transistors. It is a fundamental quantity with a clear physical meaning. It is well
understandable because it can be directly related to measurements.

The transfer current of the classical (SPICE)Gummel-Poon or (S)GP bipolar transistor
model reads
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A Solution to the QpO Issue in Hicum Parameter Extraction

The highly advanced Hicum/L2 model defines the transfer current as

Vbiei Vbiei
Cro| €Xp| — % |—exp| —+

Iy = 2
Q0+ hig Qg +hiciQjci thpoQro+hpQpm +hpOcp +AQp +0, 1 (2)

The familiar i s parameter is lost. This created a remarkable confusion in the modeling

community which has not settled even today. Moreover the exact meaning and
significance of the c,, and Q_, parameters is not so clear as that of is. Foundries claim

that parameter extraction is a nightmare [1]. In response (partly) to these complaints the
simplified model Hicum/LO has been offered

: Vbiei Vbiei
S| exp| — . |—exp| —
mcf -Vy mcr - Vy

jEid | Vicid Myl o Uy J{ TfJ Tf (3)

Iy =

1+ +
VEr VEf ICKf ICKr Ith
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A Solution to the QpO Issue in Hicum Parameter Extraction

The main objective of this document is to work around the over-determined nature of
Hicum/L2 in the low-medium bias region during extraction, illuminate the significance of
the zero-bias hole charge, and to propose a direct extraction method for this parameter.

Forv,_._.<<Vv,along the v, ._.=0 branch (1) keeps to

IT = is GXP( biei J_l N ﬁ biei
nf -Vr nf Vp

Similarly, (2) is approximating
cm{exp[mgf’%)—l} e

Q50 me'on Vr
The two models describe /1 of the same transistor around the origin if and only if

Clo _ is mcf

QpO l’lf

biei bici

Iy =

lSHZ =

Likewise for Hicum/LO ;

nf

ISo = 1S



Linking the Hicum models to SGP, cont'd amin

Sensing is life.

A Solution to the QpO Issue in Hicum Parameter Extraction

The Manual specifies mct as the ,non-ideality factor (for Ill-V HBTs)". Restricting to the
case of Si HBT/BJTs, mcf=1 can be assumed resulting in is,,=is,,=1is, With

IS

: : : — h
With the normalization Iy, = 5 i
pOnom

the original temperature dependences of the weight functions are inherited by their
normalized counterparts. Introducing the master function

iSH |:€Xp[ Vbiei j _ exp[ Vbici j:l
VT VT

Iy

L (5)

M (Vs Vipici) =

the normalized HL2 charge reads (last but one term may be modified by /- spreading)

_ - _ o . . _ A I A
hjEi%—i_hjCi%‘khfo gfo +hfe ng +hfc fm(; Qﬂzc+ 1 ( fmC) thc

=M Vi s Viici) (6)

qpr0 qr0 qr0 qpr0 qr0 QpOnom ®61p0
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A Solution to the QpO Issue in Hicum Parameter Extraction

In expression (6) the zero-bias hole charge has been split into its nominal value and
temperature dependence
QpO :QpOnom '®qp0 (7)

In the forward active mode I..=I. and Q_, could be omitted.

Q.o Is acting only on the last - highest bias - term.
Observe that selecting fthc=1 the additional base charge vanishes and 0, becomes
undefined. The same situation occurred if the GICCR master equation (4.84, 4.87 of [2])
had been strictly adopted and AQ. . had also been given a weight factor. Such cases
the reconstruction of the original Hicum parameters by arbitrary o_, gave the same
modeling results. (Q,=(1+fdqr0)Q_, used in R, is a different model parameter.)
These two extremities suggest that the parameter has a large latitude. The non-
uniqueness or ,instability” was already verified for a large range of Q_, values in [3].
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A Solution to the QpO Issue in Hicum Parameter Extraction
Normalizing (2) by c,, and denoting

Vbiei Vbici
exXp —exXp
~ VT VT ~ hxy
M(Vbiei ’Vbici) = ) hy =—

b
Xy
Iy €10

one gets, as an alternative to (6)

| ~ ~ ~ ~ (1= fac)AQ e
E"‘hjEinEi +hiciQici Y heoQro+hpQm +hy [ AQ e + ‘o

=0 branch at low-medium biases R0+ 100 10 = H (V.0) (8)

ISy

The saturation current can be obtained by regression. However parameter vgb which
can be directly extracted from (4) is not available for the 2nd term. Several
isH(T)=>vgb=>1sH(T) iterations are needed to stabilize its value. Other parameters
of Qjei also vary during AC (FT) refinements implying further cycles. Anyway this
proposal is self consistent in that it does not need the import of Qp0 as opposed to

practically all previous papers e.qg. [4, 5, 6, 7]. W.r.t. to the above inconveniences and to
the observations on slide#13 however, isH for (5) will be computed from (4) in this work.

=M Vbiei > Vhici)

Onthe v

bici
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Prerequisite: AC and resistance parameters are known with reasonable accuracy

. determination of is (T), nf and hence, isH(T), vgb

. extraction of hjCi

. extraction of hjEi, ahjEi and hf0

. define temperature coefficients

. de-normalize parameters and return to the full Hicum

. optimize gp0, hfe, hfc; tempcos for the two weight factors

N O O A WO DN =

. verify extractions and return to the AC cycle if needed
Temperature coefficients:

zetact . zei zetavgbe ]
_ T ng Tnom = 42— vdei _! AV&’BE T

{h'ei |
T i B AVepe ( T _ _ vgb—vge,c| T |
ahjEl‘fT = ahjEl . (Tn J thJ = hfo : exp|: VT Tm)m _1 hfé,C_t - hfe,c exp VT Tm)m 1_

om

L
—_—

——
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A Solution to the QpO Issue in Hicum Parameter Extraction

Conventionally the high current term in the denominator of (1) is taken unity, providing

[ ) Ky
¢ =is———Vvbe

vbe var
eXp[nf-VTj_l
Both is and var are affected in the first order by the approximation above. A more
refined regression formula is proposed below for the Hicum application. Reformulations

o e
, 1 1 i i vbe vbc) .. . be vbc ikf  ikr
b (I=D+=+— [1+4 L+ B || = -————— |- (i, —i o YRe YO G iy
! [( ) 2 2\/ (ikf ikrj] ( var vaf)(F 2 - T ( var  vaf (r =ir) lTl 1 i i
—t— [1+4) -+ R
22 ikf  ikr

show that the first order high current distortion has been shifted to the /last term allowing
to use the more robust extraction formula in the forward direction at vibc=0

Ic N A s .
=is———vbe———I
vbe var ikf ¢ (9)
exp +1
nf -Vr

Only is is retained from the result, var and ik £ will be discarded.



The QucsStudio is extraction worksheet

A Solution to the QpO Issue in Hicum Parameter Extraction

Parameter
sweep

SWi1
Sim=DCH1
Param=Vbev
Type=list

dc simulation |

DC1

| equation

Misc
temp=Temp[4]
Tk=temp-TOK

Vt=kB*Tk/gelectron

TK=Temp-TOK
Tnom=TK[4]

|equation

Conditioning
U=1+Vbev-Vbev

vbesel=range(Vbev,vbe_lo,vbe_hi)

ic=lc_p27
ic_Vbe=U*ic

icsel=range(ic_Vbe,vbe_lo,vbe_hi)
iicn=(exp(Vbev/Vt/nf)-exp(Vbc[1)/Vt))/ic_Vbe

iicnsel=range(iicn,vbe_lo,vbe_hi)

Optimization |

Regression
Sim=SWH1

Nelder-Mead|2000|1e-5/0.1/1
dumm

nf=0.9...1...1.2

linear

err_regr=1 MIN

Vtnom=kB*Tnom/qgelectron

l=1m

|equation

SGPRegression_in
al=1+vbesel-vbesel
a2=-vbesel
a3=-icsel
a=1/iicnsel

w=1

|equation

SGPRegression_out

is=x1

var=x1/x2
Ikf=x1/x3
icnsim=asim/is

|equation
Limits

vbe l0=0.5
vbe_hi=0.75

™~

DATA

! | equation
results ™ 08
is_GP=[7.847e-017]
| equation

fgstemp_st1008
Temp=[-40,-20,0,27 4

|equation
3varRegression
b1=w*al
b2=w*a2
b3=w*a3

b=w*a
c011=sum(b1*b1)
c012=sum(b1*b2)
c013=sum(b1*b3)

d01=sum(b1*b)

c021=c012

c022=sum(b2*b2)

¢023=sum(b2*b3)

d02=sum(b2*b)

c031=c013

c032=c023

¢033=sum(b3*b3)

d03=sum(b3*b)

m21=c021/c011

c122=c022-m21*c012
¢123=c023-m21*c013

d12=d02-m21*d01

m31=c031/c011

¢132=c032-m31*c012
¢133=c033-m31*c013

d13=d03-m31*d01
m32=if((sum(abs(a2))>0),c132/c122,0)
€233=c133-m32*c123

d23=d13-m32*d12
x3=(if((sum(abs(a3))>0),d23/c233,0))
x2=(if((sum(abs(a2))>0),(d12-x3*c123)/c122,0)
x1=((d01-x2*c012-x3*c013)/c011)
asim=x1*al+x2*a2+x3*a3
bsim=x1*b1+x2*b2+x3*b3

delt=abs(bsim-b)

err_regr=sum(delt*delt)

REGRESSION

number | temp | is nf.opt | vbe_lo | vbe_hi | err_regr
1 27 7.84%e-17 | 1.0007 | 0.5 0.75 1.02e-37
1
O O H1liicn/is
e regression
0'86
[e]
[e]
06+ ©
0.4
0.2+
0 } } } } }
0.4 0.5 0.6 0.7 0.8 0.9

Vbe [V]

0,75,100,125]

Sensing is life.

The regression engine is
started by assigning
al,a2, a3 tothe RHS
coefficients of (8) and a
to the LHS. Due to the
small variation of the
LHS function, unit
weights (w=1) have
been set. The unknowns

are read from the output
variables x1, x2, x3.

is Is recorded in the
is GP vector for further
use.
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A Solution to the QpO Issue in Hicum Parameter Extraction

The data is contained in the equation component fgstemp_st1008. Presently the current
lc_p27 (p27:+27C=tnom) is invoked from the block. Range selection in QucsStudio
requires a dependence from the sweep variable vbewv. It is achieved by multiplying it by
the unit vector U=1+Vbev-Vbev. The regression block is explained in [8].

number | isHtcnom | zetact | vgb

1 7.985e-17 | 0.5371 | 1.057

Te-12+

fe13+ Hicum model parameters zetact and vgb

fe-t4 can be directly extracted from the obtained
z 107 temperature results multiplied by the
%1: ¢ temperature dependence function e, (7)
& referred to also as tc_qgpO.

1e-19+

1e-20+

dop2 ]

03 -025 -02 -045 -01 005 0 005 01 015 02 025
1-Thom/T



Verification and comparision of the isH identifications QM

A Solution to the QpO Issue in Hicum Parameter Extraction

For testing the accuracy of isH extraction D. Celi (STM) prepared and ELDO synthetic
data using a Hicum/L2 model with ¢710/gp0=30.78aA. The SGP extraction range of 0.25V
wide was glided along the Vbe axis to see the effect on the robustness of the result.

number | temp | is nf.opt | vbe_lo | vbe_hi | err_regr
1 25 3.058e-17 | 1.0173 | 0.2 045 | 7.61e-39
1.2 O -
Q O O 1fiicn/i
regre
0.97
(%) Q
£ [}
5 o6t 2
= o
- [}
[}
[}
Q
[}
0.37 %}
0 f f f f f f f f f T
0 0.1 0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1

Vbe [V]

------
------
------
------

......
------

weeus
eessn
HtH

onn
HH

Sensing is Ilfe

1275
Q

0.97

0.67

0.37

number | temp | is nf.opt | vbe_lo | vbe_hi regr
1 25 3.003e-17 | 1.0077 | 0.4 0.65 8 33e 41
O O 1liicnfis

m— regression

0

Vbe [V]

O 01 02 03 04 05 06 07 08 09

vbe_lo [V]

0.2

0.25

0.30

0.35

0.40

is [aA}

30.58 (0.65%)

30.49 (0.94%)

30.46 (1.04%)

30.28 (1.62%)

30.03 (2.44%)

number | temp | isH hjei ahjei.opt | hf0 vbe_lo | vbe_hi | err_regr
1 27 1.039e-16 | 2.078e+30 | 5.379 2.726e+31 | 0.52 0.84 0.000169
O O MO (c10 normalization) % 0
= M0-regressed * 0070.005
1e18| 3¢ %€ error lo)
c)O
+0.004
C)O
-0.003
0 1e17
M
+0.002
C T1e-3
i % *
19160(90 Me 2 2 W€
* 0
3e15 1 1 1 1 1 1
0.35 0.45 0.55 0.65 0.75 0.85 0.95
Vbe [V]

SGP: isH=7.847e-17

isH identification in SGP is quite robust. i sH from (8) differs by 27.9% over the range on slide#19 and the
result is sensitive to interval selection. ahjei values are also different. (4) shall be retained.
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A Solution to the Qp0 Issue in Hicum Parameter Extraction sensing s life.

In the low-medium bias the first three terms are dominating in (6). Making the difference
of the smallest v, . .<0 and the v, _.=0 branches

bici
QjCi (Vbici,min )

jCi
®qp0

h; yields from a single variable regression in the low bias range.

bici

=M (Vbiei > Vbici,min ) -M (Vbiei ’O) (1 O)

All extraction examples will be presented on QucsStudio [9] optimization worksheets.
When needed these contain a 3-variable linear regression routine as well. The data are
stored in vectors placed in Egn (Equation) components. Visualization is performed on the
same sheets using the built-in plotting capability of the tool. The results are shown in
tabular form also provided by QucsStudio. The details can be found in a parallel paper

[8].



The h;g; extraction sheet

A Solution to the QpO Issue in Hicum Parameter Extraction

|equation
Conditioning_Vbcmin
Vbcm=Vbcm05
Vbecm_Vbe=U*Vbcm
vbcmsel=range(Vbcm_Vbe,vbe_lo,vbe_hi)

ami

Sensing is life.

lcm=lcm05_p100
lem_Vbe=U*lcm

icmsel=range(lcm_Vbe,vbe_lo,vbe_hi)
dexpm=exp(Vbev/Vt)-exp(Vbcm_Vbe/Vt)
Mmt=tcqp0*(isH*dexpm/lcm_Vbe-1)
Mmtsel=range(Mmt,vbe_lo,vbe_hi)
Qjcimsel=range(Qjcim.V,vbe_lo,vbe_hi)
Export=yes

|equation

Conditioning_Vbczero
U=1+Vbev-Vbev
vbesel=range(Vbev,vbe_lo,vbe_hi)
Vbc_Vbe=U*Vbc
vbcsel=range(Vbc_Vbe,vbe_lo,vbe_hi)
lc=lc_p100

lc_Vbe=U*lc
icsel=range(lc_Vbe,vbe_lo,vbe_hi)
dexp=exp(Vbev/Vt)-exp(Vbc_Vbe/Vt)
MOt=tcqp0*(isH*dexp/lc_Vbe-1)
MOtsel=range(MOt,vbe_lo,vbe_hi)
Qjcisel=range(Qjci.V,vbe_lo,vbe_hi)
Export=yes

[dc simulation ||

File=hicjg.va ;

nom=27 0 Parameter [equation

temp=temp sweep Results_ NF

I=Vbem_Vbe/Rmin,; cout tc_qp0=[0.9832,0.9880,0.9929,1,1.006,1.014,1.021,1.029]
o SW1 nf=1.0007
Crs Sim=DC1 hici_t=[8.643e12,1.082e12,4.229¢12,6.715e12,5.355¢12,2.372¢12,8.122e12,1.018e13]
Param=Vbev Tfov=[1.993e-13,2.057e-13,2.138e-13,2.277¢-13,2.2422¢-13,2.606e-13,2.819¢-13,3.06e-13]
: Tom Type-=list Vcompl=[0.64,0.61,0.59,0.52,0.47,0.43,0.39,0.33]

equation .
File=hicjq.va s IM' |equation
EVbe_Vbe/Rmin . — | equation teqpO=tc_qpO[7] |equation
Limits [I§I:|=IS_I’G_£IJ_ l’[;]/ nf fgstempp05_st1009
vbe 10=0.35 =temp-TO equation
vbe_hi=0.85 Vi=kB*Tk/qelectron lfqt— 1009
vbe_loavg=Vcompl[7] Tnom=Temp[4]-TOK gstemp_s
vbe_hiavg=0.64 Vinom=kB*Tnom/qelectron Temp=[-40,-20,0,27,50,75,100,125]
Export=yes Rmin=1e-4
|equation
Solve number | temp | hjci Tf0.V[1] TfOm.V[1] | vbe_loavg | vbe_hiavg
¢11=Qjcim.V-Qjci.V 1 100 | 8.382e+12 | 2.819e-13 | 3.038e-13 | 0.39 0.64
¢1=Mmt-MOt 2e13
vbeavg=range(Vbev,vbe_loavg,vbe_hiavg)
hjciall=c1/c11
hiciplot=range(hjciall,vbe_lo,vbe_hi) o
hjciavg=range(hjciall,vbe_loavg,vbe_hiavg) 15613+
hjci=average(hjciavg) ’
hjciv=range(U*hjci,vbe_lo,vbe_hi) o
Export=yes o
S tet3t © a o
= © o 90%% o 0°
Sl 5o°55
o [e]
5e12T 0o
(o]
035 04 045 05 055 06 065 07 075 08 085

Vhe V1
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The forward Early parameter needs the knowledge of Q.

sc;- This is computed in the two

Verilog-A program blocks hicjg.va. The related program segments are copy-and-

pasted from the original Hicum codes. A system simulation (voltage signal flow) scheme
proved to be a perfect solution. Besides the Qjci output, the T£0 transit time is also
exported for computing Q£ 0 in the next step. A Norton lossy voltage source equivalent

supplies the mput voltage for bypassing a QucsStudio bug.

nnnnn rage(hjciv2
1 6058e 12

1.1e13+

9e12T

hici

O O hijci extracted
= hjci averaged

(o]

5e12T

3e12T

1e12

o]

(o]

o

40

20

0

20 40 60 80 100
temp [degC]

120

The extracted values are averaged since no regular
temperature dependence is apparent. This is in
compliance to the model as well which neither
assumes temperature dependence. The relatively
large spread is typical with forward Early extraction at
high speed transistors
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At vbici=0 and assuming low-medium bias

}_ZJE" % + }_lfO 2r0 =MV, ,0) =M,
qp0 qp0
Defining carly = PU=000 s vj_ sz =ahiei-vi (Hicum notations)
the regression equation yields as h.early(ahjei) +hp0Q o =M © (11)

This is a typical regression plot with ahjei optimized until
the 2-variable linear regression in hjei and hf0 gets
minimized. MOt denotes the RHS of (11), the line
represents the regressed curve.

Mot

0.01 1 1 1 1 1 1 1
0.2 0.3 04 0.5 0.6 0.7 0.8 0.9 1
Vbe [V]




EXtraCt|On Of hjEi: ahjEi and th COﬂ’[’d

A Solution to the QpO0 Issue in Hicum Parameter Extraction

Sensing is life.

The master function should go zero exactly at vbiei=0 which is not the case with

practical measurements. Leakages shift the zero point to the right. The data can be
utilized only above this intercept. The derivative of MOt exhibits either a post-zero

minimum or a flat section. This helps to select the low limit (compliance point) of the
regressions. The high limit will be determined by the start up of self-heating, shown later.

diff(Mot)

number

temp

1

0

1e4
O O measurement
| &
1e3—+
100
10+
1,,
oooo o indep: 0.59
011 ® measurement: 7.89
0.01¢0
0.003+2 | | | | | | |
0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9

Vbev [V]

MOt

number | temp
1 0
(0]
100+ &
O
10+ indep: 0.59
Mot: 1.59
1<n1malmcannlzb &
0©°
0.1+
0.01
o
0.003 1 1 1 1 1 1
0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1

Vbe [V]



Extraction of h

|equation

Conditioning
U=1+Vbev-Vbev

vbesel=range(Vbev,vbe_lo,vbe_hi)

ic=lc_p27
ic_Vbe=U*ic

A Solution to the Qp0 Issue in Hicum Parameter Extraction

iicn=(exp(Vbev/Vt)-exp(Vbc[1)Vt))ic_Vbe Type=list

iicnsel=range(iicn,vbe_lo,vbe_hi)

earlysel=range(early.V,vbe_lo,vbe_hi)
tc_qgpOsel=range(tc_qp0.V,vbe_lo,vbe_hi) DCA
icsel=range(ic_Vbe,vbe_lo,vbe_hi)

Qf0=Tf0V{4]*ic_Vbe
Qf0sel=range(Qf0,vbe_lo,vbe_hi)
MO=isH*iicn-1
MOsel=range(M0,vbe_lo,vbe_hi)
MOt=M0*tc_qp0.V
Motsel=range(MOt,vbe_lo,vbe_hi)
M0e=M0*tc_qp0.V/early.V

MOesel=range(MOe,vbe_lo,vbe_hi)

Qf0e=Qf0/early.V

Qf0esel=range(Qf0e,vbe_lo,vbe_hi)

isH=is_regr{4]/nf
temp=Tempv{4]
Tk=temp-TOK
Vt=kB*Tk/gelectron
TK=Tempv-TOK
Tnom=TKI[4]

Vtnom=kB*Tnom/gelectron

Regression
Sim=SW1

Nelder-Mead|2000|1e-5]0.1|1
ahjei=1...5...20 linear

err_regr=1 MIN

vjsel=range(vj.V,vbe_lo,vbe_hi) Rmin=1e-4
number | temp | hjei ahjei.opt | hf0 vbe_lo | vbe_hi | err_regr
1 27 1.321e+14 | 6.178 9.77e+14| 052 | 0.84 | 0.0132
O O Mot 2% $0.05
100 | === MOt-opt S
3 3¢ error o
P 1004
10+
-+0.03
M -0.02 E
0 £
0o 0.01
04+ °
-0
0.03 | O : : : : :
0.2 0.3 04 0.5 0.6 0.7 0.8 0.9 1

Vbe [V]

|equation

vbe_lo=Vcompl[4]
vbe_hi=Vhlim[4]

MEAS. DATA
|equation

fgstempmO05_st10|

|equation

fgstempp05_st10

|equation

fgstemp_st1008
Temp=[-40,-20,0,4

|equation

results_st1008

D8

Parameter SIMULATOR |equat]0n |equat]0n

sweep File=ahjei.va Regression_in 3varRegression

Sim.bC1 i o2-wa2

im= vgb=1.057E+00 " o

Param=Vbev temp=temp :iggs(MOtsel) Ei;v‘ivaa:a REGRESSION
I=Vbev/Rmin eqout w=T1 c011=sum(b1*b1)

dc simulation | early cg}§=sumggl*ggg

== ————— c013=sum(b1*

; . d01=sum(b1*b
|equation 5 M 0021=co1(2 )
Misc - Regression_out c022=sum(b2*b2)
m'_1 0007 —— hiei=x1 c023=sum(b2*b3)

o Optlmlzatlon | hf0=x2 d02=sum(b2*b)

c031=c013

c032=c023

c033=sum(b3*b3)

d03=sum(b3*b)

m21=c021/c011
c122=c022-m21*c012
¢123=c023-m21*c013
d12=d02-m21*d01

m31=c031/c011
¢132=c032-m31*c012
¢133=c033-m31*c013
d13=d03-m31*d01
m32=if((sum(abs(a2))>0),c132/c122,0)
€233=c133-m32*c123
d23=d13-m32*d12
x3=(if((sum(abs(a3))>0),d23/c233,0))
x2=(if((sum(abs(a2))>0),(d12-x3*c123)/c122,0)
x1=((d01-x2*c012-x3*c013)/c011)
asim=x1*al+x2*a2+x3*a3
bsim=x1*b1+x2*b2+x3*b3
delt=abs(bsim-b)
err_regr=sum(delt*delt)

7,50,75,100,125]

Sensing is life.

The vector is_regr used
for computing isH has not
been discussed so far. It is
the regressed (smothed) line
over isH=is_GP/nf similar
to slide#12 but w/o adopting

the temperature coefficient
tc_qgpO.



The TC models of hig;, apg and hy

A Solution to the QpO0 Issue in Hicum Parameter Extraction

Sensing is life.

The sheet contains an additional Verilog-A block for computing the function ear1y and
the temperature coefficient of 9p0. The Hicum macros QJMODF and TEMPHICJ moreover
part of the hjei_vbe code segment are copy-and-pasted here. The obtained

temperature values are used for extracting the tempcos.

1.6e14

1.5e14

1.4e14

1.3e14

jei

h

1.2e14

1.1el14

1e14

9e13

number | hjeinom dvgbe zetavgbe.opt
1 1.326e+14 | -0.003293 | 5.644
O O sync
= TC regression
40 20 0 20 40 60 80 100

temp

hf0

number | hfOnom dvgbe
1 1.766e+15 | -0.1267
1e16
O O sync
o = TC regression
8e15—

6e15—+
4e15
2e15r
— Po)
0 i i i i i 1 1
-40 -20 20 40 60 80 100 120
temp



The TC models of hg;, apg and hy,, cont'd

A Solution to the QpO0 Issue in Hicum Parameter Extraction

number

ahjeinom

zetahjei

1

5.881

-1.495

O O sync
= TC regression

Sensing is life.

The dvgbe inthe hjei and hf 0 parameters modelwise
agree but they are not the same in practice. No paper was

found to verify this link of the TC models. Even the
iIntroductory paper adopted different dvgbe values.

It is proposed to allow different parameters in the two TC

hfOnom | dvgbe

0.2897 | -0.09129

O O hf0-extracted
= hfQ-Tfit

descriptions.
| 22 pese Digitized and

re-extracted

hjei and

hf0 TC data

from [10] RO

Tempv

20 40 60 80 100 120

Tempy,



Returning to the full Hicum model amin

Sensing is life.

A Solution to the QpO0 Issue in Hicum Parameter Extraction

When the normalized parameters and TCs of the low-medium bias model have been
extracted we have to return to the complete Hicum model. It is necessary because at
higher currents the system is subject to self heating. Its accurate consideration - not to
say the resistive voltage drops - is nearly impossible outside the full model framework.

number | temp | trise | hjei.opt ahjei.opt | hf0.opt vbe_lo | vbe_hi | err_opt
1 75 3.153 | 1.06e+14 | 5.15 1.041e+15 | 0.43 0.79 0.0001451
0.1 30.006
0-0177 OO0 |C [A] v I
= lesim[fAlj}, & -0.005 . . .

-3+ 4 Upper limit of the low-medium current

tety o range is arbitrarily selected at an SH
z o0z 2 temperature rise of 3C0. These values are
° e 3 recorded and invoked at low range

hy "~ extractions to reduce parameter

13 uncertainty.

1e-9

1e-10¢ 70

3e-11

0.2 0.3 0.4 0.5 0.6 0.7 0.8 0.9 1



Returning to the full Hicum model, cont’d am.

A Solution to the Qp0 Issue in Hicum Parameter Extraction Sensing is life.
equation equation File=hicumL2V2p4p0.va equation

Parameters_MOt
hf0_=1.766e15

fgstemp_st1008
Tempv=[-40,-20,0,27,50,75,100,125]

c10=c10

qp0=qp0

hjei_=1.326e14 . == ) hf0=hf0

ahei -5881  FVbevRmin . [IZ) -vbevRmin ie=hfe
hici_=6.058e12 lc hfcl=hf§: .
vgb=1.057 h]e'|=lh]e|. )
zetact=0.5371 slo,.le ﬁh]gl;ahjel_
dvgbe_hjei=-0.003293 == " N L ici=hici
dgbe._hf0=-0.1267 = R=Rmin R=Rmin= fthc=0.8000
zetahjei=-1.495 " vgb=vgb
zetavgbe=5.644 _#i%de zetact=zetact

nf=1.0007
Rmin=1e-4
Export=yes

Optimization]]

Regression2
Sim=SW1

Nelder-Mead|2000|1e-5[0.1|1

dc simulation |

DC1
output=dc

Parameter
sweep

qp0=1e-18...1e-16..1e-14 linear SW1

hfe=0...1...100 linear
hfc=0...1...1000 linear
err_opt=1 MIN

Sim=DC1
Param=Vbev
Type=list

alb=dvgbe_hjei
dvgbe=dvgbe_hf0
zetahjei=zetahjei

zetavgbe=zetavgbe

thom=2.7000e+01

Temperature_branch

Viow=Vcompl[4]

temp=Tempv[4]

isH=isH_regr[4]

Voo p2r The rectangular symbol represents the
=exp(-vgb/Vtnom*(1-Tnom/Tk))

isH_tcorr=cf*isH

oo hicumL2v2.4.0 model with its parameters
vbe_lo=Vcompl[4]

e oo Made visible and modifiable in the

e column shown on its right. Parameter

number

temp

trise | qp0.opt hfe.opt

1

27

50.65 | 9.933e-15 | 20.86

teen(;z;ie.:;:p vbesel=range(Vbev,vbe_lo,vbe_hi) . . . .
Iclow=yvalue(ic_Vbe,Viow)
o e prarmes £ miire e 0ASSING IS POSSible through symbolic
¢10=qp0*isH !cmsel=range(lc_Vbe,vbe_Iozvbe_hl)
ecpie el bbe lose 1) iabl idi i |
U ik variables providing an exceptiona
- xport=yes . ags " .
S flexibility during extraction.
0 0.52 1 0.055307

0.01 0 © [c[A]
= |csim [A]

1e-3+

le-4+

1e-5+

ke [A]

1e-6+

- The Qp0 value obtained at this nominal
temperature optimization is not modified
any more during the next temperature
extraction steps.

10418 aAle|al

04 05

06

0.8

Vbe [V]
number | c10 hf0 hjei hjci
1 7.938e-31| 17.54 | 1.317 | 0.06017




Returning to the Hicum model cont’d am.

A Solution to the QpO0 Issue in Hicum Parameter Extraction Sensing is life.
As a first step, gp0, hfe and hfc are optimized at nominal temperature from the low

compliance point (blue mark) till the highest vbe. Equation ,High_bias_parameters”
converts hjei, hf0, hjci to their de-normalized values moreover c10 is also
computed in terms of isH and the optimized gp0. The formerly extracted parameters
have been collected in the equation block ,Parameters MOt” where they are passed from
to the transistor through the ,High_bias parameters” converter.

When the optimizer has delivered gp0 the de-normalized values of the Hicum
parameters c10, hjei, hf0, hjci become all known. The obtained nominal values
of these parameters are collected in the block ,Return to Hicum” to be ready for use on
the next temperature steps. Since hfc=0 resulted in Tnom extraction, only hfe will be
optimized at every other temperature with all other parameters kept frozen.

Due to the different dvgbe parameters extracted for hjei and h£0 the unused alb
parameter was used for dvgbe_hjei with a coincidental modification of the Hicum

code: - .
//hjeil_t = hijei*exp(dvgbe/VT* (exp(zetavgbe*1ln(qgtt0))-1));

hjeiO_t = hjei*exp(alb/VT* (exp(zetavgbe*ln(gtt0))-1));



High bias weighting factors

A Solution to the QpO0 Issue in Hicum Parameter Extraction

am

Sensing is life.

equation equation File=hicumL2V2p4p0.va |equation
Parameters_MOt fgstemp_st1008 cl (()J=c1 % Temperature_branch
hi0_=1.766e15 Tempv=[-40,-20,0,27,50,75,100,125] gf%_;%’ Tk=temp-TOK
hjei_=1.326e14 . @ o _hf “f Viow=Vcompl[8]
ahjei_=5.881 =VbevRmin ¢ I=Vbev/Rmin hfejhfe cte temp=TempVv[8] v b —voe T
hici_=6.058e12 IC h.C.‘ h? . isH=isH_regr[8] _ 8 8 1
vgb=1.057 Jﬁ'f Je;]_ _ ic_Vbe=U*lc_p125 cje = CXpq — —
zetact=0.5371 ﬁ, J,e_':.a, jel_ cf=exp(-vgb/Vtnom*(1-Tnom/Tk)) V T
dvgbe_hjei=-0.003293Lp " Gy RRmir=—= ﬂlr?:(JJ%IOOO isH_tcorr=cf*isH T nom
dvgbe_hf0=-0.1267 = = E: .b cfe=exp(-(vgb-1.1556)/Vtnom*(1-Tnom/Tk))
zetahjei=-1.495 de \\:ge:\ﬁ 5566400 equation . . .
singpe st =L Correction cfe to compensate the internally applied
Rmin=1e-4 dc simulation | ab=dvgbe_fjel —o=vcomp
Export=yes — dvgbhe=dvgbeﬁh_f0 ;/Ipe_h|=1I (wise.V be_hi) . . . . .
e EEC e TG of hfe d timization. The net TC is sh
Optlmlzatlon | output=dc zetavgbe=zetavgbe equation O e u rl n O I |Za IO n . e n e IS S Own
A - thom=2.7000e+01 Cordition
egression: onditioning
Sim=SW/1 Parameter | EaRTEHTe U=1+Vbev-Vbev be | oW
Nelder-Meadj2000[1e-50.111  LSWEEP Return_to_Hicum vbesel=range(Vbev,vbe_lo,vbe_hi) .
hfe=0...1...100 linear SWi1 ©10=7.938e-31 Iclow=yvalue(ic_Vbe,Viow) number | vgb | vge hfe_nom
err_opt=1 MIN Sim=DC qp0=9.933e-15 lc_low=yvalue(ic_Vbe,vbe_lo)
Param=Vbev hf0=17.54 icmsel=range(ic_Vbe,vbe_lo,vbe_hi) 1 1.057 | 1.1556 | 20.78
Typodlist hjei=1.317 icsel=range(lc.Lvbe_lo,vbe_hi)
w hici=0.06017 delt=abs(1-icselicmsel) 80
hfe=20.78 err_opt=sum(delt‘delt) 0 0 nf
hfc=0 Export=yes € )
number | temp | trise | hfe.opt | vbe_lo | vbe_hi | err_opt 70+ TC regression
1 125 | 63.24| 7.963 | 0.33 1 0.015534
001H o o kA
e |csim [A] T0.04
1e-3
o
1e-41 70.03 £
1e-57
b -0.02 E
1e-6
1e-7 £0-01
1e-8
1° 0 1 ! 1 1 1 1 ! !
16'90 > 4 -40 -20 0 20 40 60 80 100 120

temp [degC]



Verification of the results ami

A Solution to the Qp0 Issue in Hicum Parameter Extraction Sensing is life.

A slight measurement incompliance is still present at the lowest temperature lines. This
IS due to the relatively large leakage of the bias-tee of high frequency VNAs. At the high
end it is proposed to go till vbe=1 .2V with the measurements for a wider (by 20 points)
range for high current parameter identification.

Correction cfe is removed,
Optimization is deactivated and

i simulations are performed in

fe-4 Vbe=0.2V...1V at each temperature.
< e Simulated data stored in the *.dat file

6 can be accessed by the QucsStudio io

ror function 1oadQucsvariable and

converted to individual Ic_m40.dat,
Ic_m20.dat etc. files for plotting.

01.7 01.8 Of9 1
bottom to top: tamb [degC]= -40, -20, 0, 27, 50, 75, 100, 125

0.2 0.3 0.4 05 0.6
Vbe [V]



Summary ami:

A Solution to the QpO Issue in Hicum Parameter Extraction Sensing is life.

 a robust solution has been proposed for fixing the so far unresolved gp0 problem in
Hicum/L2

« the ¢c10/gp0 ratio has been proved to be physically equivalent to the is/nf ratio of
the SGP model

« the master function M(vbiei, Vbici) is a common starting point for the extraction of
HL2, HLO, VBIC and even Mextram

- gp0 can be optimized in the SH affected domain using the complete model

* it has been shown that gp0 is a ,weak” parameter explaining that reasonable results
could be formerly obtained by using g0 from tetrode structures despite that it is
different from gp0

* it is proposed to adopt different dvgbe parameters for the TCs of hjei and hf0

 extractions were all performed on QucsStudio worksheets demonstrating the suitability
of this open tool for solving sophisticated engineering tasks



A Solution to the QpO Issue in Hicum Parameter Extraction Sensing is life.

Thanks are due to Didier Celi (STM) for providing the measurements and for preparing
the HL2 synthetic data of undisclosed parameters for the verification of the theoretically
predicted link between the HICUM and SGP saturation currents
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