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› Number of users and number of connections continues a steady expansion

• We increasingly live within a connected world – 2/3 of population connected by 2023 

• 3 times connected devices as people  (!)

› New use cases on the horizon

General trends

X-FAB Group 2

Reference: Cisco Annual Internet Report (2018–2023) White Paper
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› Identified pathways to increasing data rates

• Higher order modulation schemes 

• Significantly larger bandwidth

› Technology challenge is the SNR requirement

• Must improve receiver sensitivity

• Must improve transmit power and efficiency 

Solutioning thirst for more data

X-FAB Group 3

Scenario: WiFi6 (802.11ax), 20MHz Bandwidth, and a 400ns Guard Interval
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› Large, continuous, and 

available spectrum is available 

in mmW

› mmW expected to play an 

important role within the 

advancement of future 

commercial communications 

systems

Moving to mmW

X-FAB Group 4

Reference: T. Eichler, Millimeterwave and THz Technology for 5G and Beyond, Rohde & Schwarz
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› Need for better performance 

• Individual components – linearity, noise, gain

• Functional integration – cost, convenience, 

performance

› Need for also scale and cost 

• Short ranges will require network densification 

• Densification will require higher quantities and likely 

exacerbated with mMIMO

• Acceptable supply risks for deployment 

Challenge and opportunity

X-FAB Group 5

Inputs: 15dBm Tx radiated power, -10dBi Rx antenna gain,  

and a cascaded NF of 2.4dB

Sample calculation of maximum LOS range for typical mobile device (SISO) 

fo=6GHz
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RF/mmW technology landscape 

X-FAB Group 6

Functional  

Integration

RF performance

CMOS

RF-SOI

SiGe

III-V’s

MEMS

• Decreasing functional integration 

• Increasing and compelling RF figures of merit12”

8”

<6”
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› Incumbent 4G technologies have 

weaknesses for mmW

• Efficiency 

• Output power

› Growing interest in alternatives  

• SiGe

• GaN 

Technology – Tx perspective 

X-FAB Group 7

Reference: https://gems.ece.gatech.edu/PA_survey.html
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› III’V’s have attractive noise figures and linearity with similar Pdc as RFSOI and SiGe

› GaN similarly attractive with higher CP1 but at the expense of Pdc (~10x)

Technology – Rx perspective 

X-FAB Group 8

1Stadler, P.; Papurcu, H.; Welling, T.; Tejero Alfageme, S.; Pohl, N. An Overview of State-of-the-Art D-Band Radar System Components.

Chips 2022, 1, 121-149. https://doi.org/10.3390/chips1030009

Literature survey of LNA performance in F-, D-, and G-Bands (80–200 GHz)1

~2dB



Company Confidential

› mmW capable technologies exist

› Key differentiation is availability, scale, integration, and cost 

Technology figures of merit comparison: RF-CMOS, SiGe, & InP

X-FAB Group 9

Reference: M. Schroter, U, Pfeiffer, R, Rain, “Future of SiGe HBT Technology and Its applications” 
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› Integrated within CMOS (500nm – 45nm) 

• Foundry and IDM players 

• Steady performance evolution and migration to 300mm 

platforms 

• Good functional integration & backend compatibility

› Showcase has been the SiGe HBT

• Bandgap engineered device 

• Good noise performance – both low and high frequency

• Larger breakdown and reliable operation for PA’s 

SiGe BiCMOS - context

X-FAB Group 10

Reference: P. Chevalier, BCICTS short course 2022
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› RF-SOI is the dominant technology for RF switching 

• State of the art RonCoff figure of merits is < 100 fs1

• Whereas SiGe BiCMOS switch performance > 300 fs2

› Minimizing RF switching losses is a benefit to the entire RF 

sub-system

• Antenna switch (eg FR2 is TDD) 

• Phase shifting 

• Digital attenuators 

• Variable gain amplifiers

SiGe BiCMOS – opportunity

X-FAB Group 11

1 F. Gianesello et al., "Advanced 200-mm RF SOI Technology exhibiting 78fs RonCoff and 3.7 V breakdown voltage targeting sub 6 GHz 5G FEM," 

2022 IEEE Radio Frequency Integrated Circuits Symposium (RFIC), 2022, pp. 191-194, doi: 10.1109/RFIC54546.2022.9863082.
2 K. A. Moen, et al, "0.18µm SiGe BiCMOS technology for fully-integrated front-end ICs capable of sub-300fs Ron × Coff switch performance,"

2015 IEEE Bipolar/BiCMOS Circuits and Technology Meeting - BCTM, 2015, pp. 109-112, doi: 10.1109/BCTM.2015.7340562

Calculated maximum LOS range comparison for WiFi FEM 

with improved SP2T performance. Ref : NXP WLAN8101C

25% additional range

Analogue beamforming
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› MEMS monolithic integration with HV-CMOS 1,2

• 8” manufacturing

• Wafer level process encapsulation 

› Electrostatically actuated membrane 

• Excellent switch figures of merit

• High Q factors and tuning ratios for tuners

› However limited success in RF mobile

MEMS – context

X-FAB Group 12

1 S. P. Natarajan et al, "CMOS integrated digital RF MEMS capacitors," 2011 IEEE 11th Topical Meeting on Silicon Monolithic 

Integrated Circuits in RF Systems, 2011, pp. 173-176, doi: 10.1109/SIRF.2011.5719327.
2 http://towersemi.com/wp-content/uploads/2018/08/TowerJazz_PR_20140603-2.pdf

http://towersemi.com/wp-content/uploads/2018/08/TowerJazz_PR_20140603-2.pdf
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› RF-MEMS remains relevant

• Exceptional linearity1

• Low DC power consumption

• Good power handling

› Opportunity & challenge 

• Achieve functional integration, size, and cost

• Compete in a narrower field where it can win

MEMS – opportunity

X-FAB Group 13

Image reference: Status of the MEMS Industry 2021, Yole Development

1 D. Molinero, S. Aghaei, A. S. Morris and S. Cunningham, "Linearity and RF Power Handling on Capacitive RF MEMS Switches," 

in IEEE Transactions on Microwave Theory and Techniques, vol. 67, no. 12, pp. 4905-4913, Dec. 2019, doi: 10.1109/TMTT.2019.2945273
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› Compelling RF performance but …. 

› Many formidable challenges to overcome to achieve scale and cost expectations

• Specialty and expensive manufacturing processes, materials, eg epitaxy, lift-off, e-beam lithography, and gold

• Poor economy of scale with small diameter wafers 

• Limited supply.  Technology is also subject to export restrictions 

• Low functional integration

• SiP integration – incompatibilities with advanced methods

› Only applications that can bear the cost and have no viable alternatives use these technologies

RF-GaN & InP – context 

X-FAB Group 14

Image reference: https://www.powerelectronicsnews.com/semiconductor-wafer-manufacturing-with-gan/

https://www.powerelectronicsnews.com/semiconductor-wafer-manufacturing-with-gan/
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› XFAB has been a pioneer with 8” GaN/Si manufactured in a shared CMOS fab environment 

› 5+ year track record with ramp starting 2017

› RF GaN is different, but proof of concept done with power GaN 

GaN –a better economy of scale

X-FAB Group 15
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› GaN coupon placed face-up

› Cu RDL connects GaN to RF-SOI.  

› RDL / RF-SOI serves as the chip-package interface 

› Interconnect density on the order of micrometers

RF-GaN – a wafer level heterogeneous integration approach 

X-FAB Group 16

F. Drillet et al., "RF SPST Switch Based on Innovative Heterogeneous GaN/SOI Integration Technique," 2020 15th European Microwave Integrated Circuits Conference (EuMIC), 2021, pp. 117-120.

J. Loraine, H. Saleh, F. Drillet, O. Sow, I. Lahbib and G. U'Ren, "5.9-7.1GHz High-Linearity LNA Using Innovative 3D Device Level Co-Integration of GaN HEMT and RF-SOI," 2021 IEEE MTT-S International 
Microwave Symposium (IMS), 2021, pp. 20-22, doi: 10.1109/IMS19712.2021.9574971.
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› Concurrent design with a multi-technology environment 

› Component models with 3D electromagnetics 

› ADS/Cadence custom design flow with physical design verification

Workflow

X-FAB Group 17
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› 130nm RF-SOI platform

• Switch RonCoff <100fs 

• 1.2V LNA integration with Ft ~ 150GHz and thick Cu options

• Qualified in 2016 and currently in mass production for RFFE applications

› Foundational design IP 

• Analogue, digital, GPIO’s, and NVM

• Provided by X-FAB 

Target wafer – XR013

X-FAB Group 18

https://www.xfab.com/technology/rf#c203
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› Efficient area utilization of a high value source material 

› Coupon contains 1 or more components 

Wafer level integration of III-V’s 

X-FAB Group 19

<0.3mm

<5mm

“coupon”

source III-V wafer 

>105 coupons
Target RF-SOI device wafer

~103 - 104 placements

<0.3mm

G. U’Ren, RFIC workshop 2022
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› GaN coupon is detached from Si substrate and suspended 

by 1 or more anchors to the initial surface 

“print-ready” preparation 

X-FAB Group 20

R. Lerner et al., "Heterogeneous Integration of Microscale Gallium Nitride Transistors by Micro-Transfer-Printing," 2016 I

EEE 66th Electronic Components and Technology Conference (ECTC), 2016, pp. 1186-1189, doi: 10.1109/ECTC.2016.373.
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› High ratio between source to target wafers and >90% utilization of the source wafer 

› Sparse utilization dilutes III-V wafer cost and significantly expands scale with more efficient material 

use 

Target use case : sparsely populated III-V’s within a Si die 

X-FAB Group 21

Numerical calculations of ratio source/target wafer and area utilization for 1 to 3 coupons each sized 200x200 mm2 populated on a Si die 
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GaN/RF-SOI circuit demonstrators

X-FAB Group 22

(1)

(2)

(3)

G. U’Ren, RFIC workshop 2022

(1) High linearity <6GHz LNA (2) High power switching (3) Efficient / high power density PA

Output IP3 ~ 28dBm

Pdc <75mW

RF power ~ 48 dBm Up to 6W/mm
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› Heterogeneous cascode

• SOI NMOS dominates noise 

contribution and Pdc

• GaN HEMT improves linearity on RF 

ouput

› Interconnect distance ~ mm

LNA topology

X-FAB Group 23
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› C4/bump and Flip chip mounting on PCB

› De-embedding through line on top

LNA results: small signal

PCB Die

Measurement
Simulatio

n

Frequency (GHz) 5.9 – 7.1 (band n96)

S11 (dB) -6.6 / -9.3 -10.5 / -8.6

S22 (dB) -6/-19.9 -6.9 / -11.8

S21 (dB) 15.7* 16.2*

DC consumption (mW) 72.6

S-parameter results



Company Confidential

› Bias conditions: Id = 12.5mA with Vcas = 1.2V

› Simulation weaknesses observed – opportunity for improvement with ASM-HEMT

LNA results: linearity
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› Competitive RF results achieved at significantly lower Pdc

› Better matching should improve NF.  Input was not matched to optimum noise 

impedance 

Comparison to benchmarks

Product

ref.

Technology Freq

(GHz)

Supply

(V)

Idc

(mA)

Pdc

(mW)

Gain

(dB)

OIP3

(dBm)

NF

(dB)

S11

(dB)

S22

(dB)

Area

(mm²)

Analog devices

HMC392A

GaAs 3.5-7 5 59 295 17.2 32.5 1.7 12 18 1.3

Qorvo

TGA2611

GaN on SiC

TQGaN25

2-6 10 110 1100 25 32 1.5 >10 >10 3.15

X-FAB demonstrator GaN + RF SOI 

(XR013)

5.9-7.1 5.5 13.2 73 15.7 27.6 2.1 -6.6/-9.3 -6/-19.9 2.48



Company Confidential

SPDT switch topologies explored

Reflective short Reflective open
(A.1)

(A.2)

(A.3)

(R.1)

(R.2)

Schemati

c

Description

A.1, R.1 All RFSOI (reference) 

A.2 NMOS as series while GaN as shunt

A.3, R.2 All GaN 
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› Heterogeneous switch concept

• RFSOI for series branch 

• GaN for shunt branch 

› GaN exploited for power handling 

capability 

• Device survives to average (cw) RF input 

power of  43dBm

• 3 stack GaN & bias resistors on one 

coupon

Reflective short (A.2) results

F = 3.5GHz
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› Heterogeneous switch concepts 

explored 

• Only GaN for both branches 

• A combination of RFSOI and GaN

› GaN only version 

• 2 coupon per die 

• 1 coupon contains a 2 stack GaN

• Each device is 0.8 mm

• 20 kW resistor on gate 

Reflective open (R.2) realization

Picture of the SPDT board

Die image of SPDT (prior to C4) of 

GaN only design
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› Insertion loss is competitive compared to ADRF5132 as one example (0.9 dB @ 

6GHz)

› But isolation should be improved

R.2 Results – small signal
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› In pulsed characterization, CP1 ~ 46 dBm 

R.2 Results – large signal

F=0.9GHzF=0.9GHz
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› Excellent electrical isolation is both a strength 

and a weakness

• Compression occurs earlier than expected due to 

thermals

• No pathway to evacuate heat

› Results have raised awareness of thermal issues

• Enable 3D design tooling (RF Pro, HFSS) 

• Design and /or process solutioning is required 

R.2 Results – large signal

cw power sweep

F=0.9GHz
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› Only available thermal pathway is top surface

• MMIC analogue with a thru-via and backside metal not 

applicable 

• Lowest resistive path is through the bumps 

› Simple thermal network can highlight the 

challenge 

• Assume GaN maximum Tj = 300C  before irreversible 

damage occurs 

• Metal routing on the coupon (Ɵ1) 

• Metal routing on the RFSOI surface from the coupon to 

the bump (Ɵ2).  This is the dominant element

• Solder bumps (Ɵ3) 

Thermal considerations

Ɵ1

Tj = 300C

Ɵ2

Ɵ3

Pmax

Ta = 25C

Rth ~ 1.6k °C/W

Equivalent thermal network for SPDT

With a low frequency insertion loss of 0.2dB, Pmax ~ 0.2W

RF input power limited to ~ 36dBm 
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› Early look ahead for PA integration

› Single device characterization 

• GSG configuration 

• GaN coupon integrated on RFSOI

• L = 100nm 

• WT = 1mm

• Pulsed load pull to avoid Rth constraints

PA potential

Drain efficiency and output power versus drain bias 

freq = 6GHz



Company Confidential

› GaN device technology 

• Improve maturity to achieve industrial expectations

• Establish device reliability methods at component level 

› Thermal solutioning 

• Enable EDA tooling for design awareness and mitigation approaches

• Design and/or process pathways to better evacuate heat 

› Creating an accurate concurrent design flow

• 3D electromagnetics 

• Physical based device modeling with ASM-HEMT

Next steps 
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› Accommodating SNR constraints is the key driver for 

next generation integrated device technologies 

• Lower noise (NF, insertion loss) 

• Better linearity than CMOS / RF-SOI offers today 

• Transmit power and power efficiency especially in mmW

Summary

X-FAB Group 36

RF-SOI

SiGe

Heterogeneous GaN

Heterogeneous InP

MEMS

› Industrial and commercial expectations must also be 

satisfied to realize a successful deployment

• Cost-effective 

• Scale and availability 
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Thank you.

www.xfab.com

guren@xfab.com

https://www.facebook.com/xfab.corporate/
https://twitter.com/XFAB_FOUNDRY
https://youtube.com/channel/UCZVqNluNp8W0Ni9CQ0PTvyQ
https://www.linkedin.com/company/x-fab/

